A POWERFUL SOLUTION™
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Dimensions in mm . Parameter W ] ]
Part No. oP Tf-:rmlnal %V(m) Aw 2w © Material Clamp item

(mm) pins H (mm?2) (mm)
BLP23/8-018CPLFR 0.6 8 ¥5 319 30.9 19 PPS FLP23/8-A
BLP22/13-018CPLFR 0.8 8 %.8 51.5 45.8 3.2 PPS FLP22/13-A
BLP22/13-1110CPLFR* 0.8 10 88 57 445 3.1 FR Phenol FLP22/13-A
BLP32/13-018CPLFR 0.8 8 ‘1%8 79.6 458 3.7 PPS FLP32/13-A
BLP32/13-1110CPLFR* 0.8 10 ‘1%§§ 72.0 44.5 3.7 FR Phenol FLP32/13-A

UL Grade: 94V-0, Pin material: Phosphor bronze wire/Steel wire for ““1110-CPLFR” (Solder plated), Insulating divider's material: NOMEX®
Maximum number of tums N that can be wound on bobbins, see section of “Maximum number of Turns on Bobbins”.

* Include 2 pieces of insulating dividers.
Insulating divider for BLP22/13-1110CPLFR Insulating divider for BLP32/13-1110CPLFR

Part No.: ILP22/13 Part No.: ILP32/13
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** Minimum thickness of bobbin inside which core is placed, including flanges.
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« All specifications are subject to change without notice  Effective April 1, 2011, MH&W will import Bobbins and Accessories
Manufacturered from the Original TDK Tooling



