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BE5-O16FFR ] 350 2.30 2.70 7.85 520 470 035
BE5-926F1FR 138 091 106 309 205 185 014
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Dimensions in mm i - Parameter Wi Accessory
Part No. ::::;” "I)'?rl‘?mal D (mm) (A':' m2) (anvm) Material (9) item
NS oees o f e we D00 o
BES.9/8-118GFR 0.2x0.6 8 Jis 279 14.4 FRPhenol  0.17 —
BEM12.7-118GAFR 0.3x0.5 8 188 75 22.4 FRPhenol  0.31 FEM12.7/13.7-A
BERO.5/5-118GAFR 0.3x0.5 8 i 3.06 185 FRPhenol  0.16 FER9.5/5-A
BER11/3.9-1110GAFR  0.3x05 10 128 1.73 215 FRPhenol  0.21 FER11/3.9-A
BER11/5-1110GAFR** 0.3x0.5 10 128 3.22 215 FRPhenol  0.21 FER11/5-A
BER14.5/6-1110GAFR 0.4x0.7 10 1 55 272 FRPhenol 055 FER14.5/6-A

UL Grade: 94V-0, Material of pins: F, G types are Phosphor bronze wire (Solder plated), GA type is Steel wire (Solder plated).
Maximum number of turms N that can be wound on bobbins, see section of “Maximum number of Turns on Bobbins”.

* Minimum thickness of bobbin.

** 8-pin is available (Part No. BER11/5-118GAFR).

Effective April 1, 2011, MH&W will import Bobbins and Accessories
Manufacturered from the Original TDK Tooling

* All specifications are subject to change without notice.



